CLIPPER
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EFTER MONTERING OCH FORE DRIFPTSKOBNING:

- SPAHN FJADRAR

Pgﬂvxﬁn EALMEKARA REN

= GUR lost. TILLSLAGO AV EL. KOPPLING
- [ 0BS! HACKEN SKALL STANNA MELLAK
TILLSLAGEN, ]

EONTROLLERA SIGHALER

RPBEE LE MONTAGE ET AVANT La MISE EN SERVICE:

- HETENDHE LES RESSOATS ;

= FAIRE TCQUHNEE LE BRAOQYEUR A WIDE

= BENGAGE L EMBEREAYAQE 10 FOIS
[IMPORTANT! CHAQUE FOIB, LE BROYEUR DOIT BE
ARRETER LORS DU DERRAYAGE)

- VERIFIERE LE SIGHNAL D-ALARME

AFTER AGSEWBLY, DO FOLLOWIRG TEST:

= ADJUST BELT TICHTNERS

- TESTRUN THE STRAWCHOFFER

- ENGAGE THE CLUTCH 10 TIMES
[1PoRTANT! THE STRAWCHOPFER HAS TO
STOF HETWEEN THE ENGAGEMENTE)

- CHECK ALARM IN THE STRAWHOOD.
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